
S-240 HIGH PERFORMANCE EPOXY FLOORING ADHESIVESS-240 HIGH-
PERFORMANCE EPOXYSSSSFLOORING ADHESIVE 
S-240 EYE AND SKIN IRRITANT 
MAY CAUSE ALLERGIC SKIN OR RESPIRATORY REACTION 
VAPOR HARMFUL 
MIXING OF PART A AND PART B MAY GENERATE HEAT BUILD-UP 
INSTALLATION: 
Commercial Linoleum Sheet Flooring Installation System 
Luxury Solid Vinyl Flooring Installation System 
    Commercial Homogeneous Installation System 
Commercial Heterogeneous Installation System 
 
 
PRODUCTS: 
NATURAL CREATIONS with Diamond 10 Technology 
NATURAL CREATIONS 
SAFETY ZONE Sheet 
REJUVENATIONS 
MEDINTECH with Diamond 10 Technology 
MEDINTONE with Diamond 10 Technology 
POSSIBILITIES 
CONNECTION CORLON 
MARMORETTE 
GRANETTE 
COLORETTE 
LINORETTE 
RHYTHMICS 
Parallel 

S-240 HIGH-PERFORMANCE EPOXYFLOORING ADHESIVE 
DESCRIPTION: 
Type: Two-part epoxy 
Color: Tan; contains taggants 
Subfloor: All grade levels of concrete, 
existing resilient floors, ceramic, terrazzo, marble, steel, stainless steel, 
aluminum, lead, and polymeric poured floors; suspended wood 
Moisture Limits: RH 90% per ASTM 2170, 8 lbs. Calcium Chloride per ASTM 1869 
PH: 5-9 
Trowel: S-891 Notched Steel Trowel  or S-892 Replaceable Blade 
Trowel; fine notch (1/32deep, 1/16wide, 5/64apart)
S-51 Notched Spreader or “S” Disposable Spreader
Open time: Approximately 10-20 minutes 
Working time: One hour 
Spread rate: 150-170 sq ft/gal (15-17 sq m) 
Removal from surface: Use clean, white cloth 
Wet: detergent and water 
Dry: cannot be removed 
Advantages: Moisture and alkali resistant; Not affected by freezing 
Shelf life: One year if not opened 
Available units: Gal (two parts) (3.78 L), ½ Gal (two parts) (1.89 L) 
NOTICE: DO NOT USE AT TEMPERATURES 
ABOVE 85°F (29°C). 
 

 
 
 
 
 
 



 
 
 
 

S-240 Epoxy Adhesive Installation Tip Sheet 
 

Section I   Installation 
 
 NOTE; When installing Armstrong Commercial Vinyl Backed Sheet flooring, it will be necessary to 
smooth out the adhesives trowel ridges of the S-240 Epoxy Adhesive using the supplied 3/16" paint roller 
(Refer to Chart in Section II). The purpose of this is to create a uniform application of the S-240 Epoxy 
Adhesive. Please refer to Steps #7 and #8. 
 
1. S-240 Adhesive is recommended as a Full-Spread Adhesive for Rustico Wood and LINODUR in Industrial 

Areas. When installing Natural Options and Natural Creations in areas subject to direct sunlight, topical 
moisture, temperature fluctuations, Armstrong S-240 Epoxy Adhesive must be used.  

2. S-240 Epoxy Adhesive is also recommended for areas subject to Concentrated Static and Dynamic Loads.   
S-240 Adhesive should only be applied to the area that will be subject to the concentrated 
static/dynamic load.  Use the recommended Armstrong full-spread Adhesive in all other areas. Refer to 
information on Concentrated Static and Dynamic Load Areas in Section III. 

3. Plan layout of the S-240 Epoxy Adhesive so it extends approximately one foot beyond the load area.  Use the 
recommended Armstrong full-spread Adhesive in all other areas. 

4. Mix entire contents of Part A and Part B together with a stirring motion while at the same time lifting from the 
bottom.  Mix thoroughly for 3 to 5 minutes to a uniform color.  Do not over mix.  Never mix S-240 Epoxy 
Adhesive on the subfloor surface. See Figures 1 and 2. 

 

     
                                 Figure 1                                                                            Figure 2 

 
5. Immediately pour the entire unit of mixed adhesive onto the substrate.  Do not leave mixed adhesive in 

cans as it shortens pot life and working time and may generate excessive heat.  Maximum pot life of S-
240 Epoxy Adhesive is approximately 15 minutes depending on temperature and humidity. 

6. Apply S-240 Epoxy Adhesive with the recommended trowel notching (See Figure 3).  
Refer to Chart in Section II 

 



 
                                   Figure 3 
 
7. Using the supplied 3/16" paint roller, wet out the 3/16" paint roller by rolling it in on a piece of scrap 

material that contains the S-240 Epoxy Adhesive. This will prevent removal of already applied S-240 
Epoxy Adhesive when rolling. See Figure 4. 
 

 

 
                                    Figure 4 
 
8. Carefully roll out the S-240 Epoxy Adhesive trowel ridges using the supplied 3/16" nap paint roller, 

creating a uniform application of the S-240 Epoxy Adhesive.  See Figures 5 and 6 
 

      
                                   Figure 5                                                                                   Figure 6 
 
9. After troweling and or rolling the S-240 Epoxy Adhesive, allow 10-20 minutes open time before placing the 

flooring into the adhesive.  Do not allow the S-240 Epoxy Adhesive to dry completely. 
10. When using S-240 Epoxy Adhesive in conjunction with the recommended Armstrong full-spread Adhesive, plan 

out the open times so that the flooring may be placed into both adhesives at the same time. Working time of S-
240 Epoxy Adhesive is 60 minutes.  



11. After allowing the proper open time, carefully place the flooring into the S-240 Epoxy Adhesive to ensure that 
air bubbles are not trapped beneath the flooring. 

12. Within 30 minutes of the S-240 application, roll the material using a 100-lb. roller.  Starting at the center and 
working toward the edges, roll the material in the direction of the trowel notches and then again in the opposite 
direction (staying 2" away from any seams).  Do not work on newly adhered flooring except to roll; if necessary 
use a kneeling board. 

13. Clean any adhesive residue from the surface of the flooring using a clean, white cloth dampened with a neutral 
detergent and water.  Dried S-240 Epoxy Adhesive cannot be removed. 

14. Repeat rolling procedure at 1 hour, and 2 hours after the initial application of S-240 Epoxy Adhesive. 
15. Seams in sheet flooring products only, must be heat welded.  Wait a minimum of 10 hours before heat 

welding. 
16. Do not allow traffic on the flooring for 24 hours after installation. 
17. Newly installed flooring should not be exposed to rolling load traffic for at least 72 hours after installation to 

allow setting and drying of the adhesive. 
 
Section II   Trowel Notchings 
 
Product Trowel Notching Requires Rolling S-240  

with 3/16" paint roller 
Natural Creations 1/32" deep, 1/16" wide, 5/64" apart  
Rejuvenations, Medintech, 
Medintone, Possibilities and 
Connection Corlon, Safety 
Zone Sheet flooring 

 
1/32" deep, 1/16" wide, 5/64" apart 

 

X 

Marmorette, Granette, 
Colorette, Linorette, 
Rhythmics 

 
1/32" deep, 1/16" wide, 5/64" apart 

 

 
 

Section III   Concentrated Static and Dynamic Loads with S-240 Epoxy Adhesive 
 
Product Performance under Concentrated Static and Dynamic Loads 
Armstrong Flooring Rejuvenations Commercial Sheet, Medintech and Medintone Commercial Sheet Flooring are 
used in many applications where it is subjected to heavy static and dynamic loads. Some furnishings, appliances 
and equipment in certain environments may be equipped with wheels, casters, rests or other floor contact devices, 
which concentrate rather then distribute the load over the surface of the flooring.  Hospital patient beds are one 
such example. With respect to portable furnishings and equipment, while concentrated wheel/caster loadings 
provide for easier mobility they can be particularly damaging to resilient flooring installations. Armstrong 
recommends that any furnishings or equipment be fitted with floor contact devices, which avoid concentrating 
weight loads.  
 
Our experience has shown that the use of hard setting reactive adhesives like our S-240 Epoxy Adhesive, offer 
advantages and may help protect against damage, such as delamination, when used to install flooring underneath 
such furnishings and equipment. Depending on the application, the epoxy may only be necessary in limited areas 
of any particular installation such as an area immediately underneath and adjacent to the primary areas of contact 
with the flooring. In the case of certain heavy hospital beds, the application of the epoxy adhesive in an area that 
extends a minimum of one foot beyond the wheel base or footprint of the four casters (approximately 4 feet by 8 
feet) may be sufficient. 
 

 


